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SERIES

8214

Features
• 2-way normally open operation
• Unique double disc design with overtravel provides

redundant sealing for leak tight shutoff in the 
closed (energized) position 

• Visual indication of open & shut position (suffix C)
• Proof of Closure Switch 1 amp (suffix C)
• Valves provided with 1/8" NPT downstream pipe 

tap with plug for routine testing

General Purpose & Watertight Enclosure
Gas Vent Valves

Visual Indication & Proof of Closure (Optional) 
3/8" to 2 1/2" NPT

NO

Solenoid Enclosures

272462-8214-2D

Approvals
UL listed to standard 429 “Electrically Operated Valves,”
Guide YIOZ, File MP618 General Purpose Valves.

CSA Certified to:

1) Standard C22.2 No. 139 “Electrically Operated
Valves,” File 010381.

2) Automatic Gas Valves Z21.21 (6.5), File 112872.

General Purpose: RedHat metal Type 1 General Purpose Junction Box housing
with two 7/8" knock-outs for 1/2" conduit connection.
Watertight: RedHat II molded epoxy Type 1, 2, 3, 3S, 4 and 4X combination. 
General Purpose and Watertight solenoid enclosures with 1/2" 
conduit hub as standard.
Optional: RedHat II - Explosionproof and Watertight, Types 3, 3S, 4, 4X, 6, 
6P, 7, and 9. To order, add Prefix “EF” to catalog numbers. (e.g. EF8214G013)
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Valve Parts in Contact with Fluids

Body Aluminum

Seals and Disc  NBR

Core Tube 305 Stainless Steel

Core Guide Acetal (20, 20.1 watt only)

Rider Ring PTFE (20, 20.1 watt only)

Core and Plugnut 430F Stainless Steel

Springs 302 Stainless Steel

Shading Coil Copper

Pipe Plug Zinc-Plated Steel

Construction

Electrical

^                     

Valve Response Time
Opening Time: Less than 1 second
Closing Time: Less than 1 second

Solenoid
Enclosure

Standard
Coil and
Class of

Insulation

Watt Rating and
Power Consumption

Ambient
Temp.°F

Spare Coil Family

AC General Purpose Explosionproof

Watts
VA

Holding
VA

Inrush AC AC

General
Purpose

F 20 43 240 -40 to 125 99257 -
H 20 43 240 -40 to 140 222345 -
F 28.2 50 385 -40 to 125 206409 -
H 28.2 50 385 -40 to 140 - -

Watertight

F 17.1 40 93 -40 to 125 238610 238614
H 17.1 40 93 -40 to 140 - -
F 20.1 43 240 -40 to 125 272610 272614
H 20.1 43 240 -40 to 140 272810 -

Standard Voltages
General Purpose: 24, 120, 240 volts AC, 60 Hz (or 110, 220 volts AC, 50 Hz) (99257); 120,
240 volts AC, 60 Hz (or 110, 220 volts AC, 50 hz) (206409). (Note: 24 volt AC, 60 Hz not
available with 28.2 watt coil)
Watertight: 24, 120, 240 volts AC, 60 Hz (or 110, 220 volts AC, 50 Hz) (238610); 
120, 240 volts AC, 60 Hz (272610).
Optional High Ambient Temperature: 140˚F Class H coil with prefix HB for all valves except
8214093, add prefix HT.

Fluid
Fuel Gas
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Specifications - Standard (Metric units)

Pipe
Size
(in)

Orifice
Size
(in)

Cv
Flow

Factor

Fuel Gas
Capacity �

Operating Pressure
Differential (psi) Max. Fluid

Temp.°F
Catalog
Number

Const.
Ref.

Agency Watt
Ratting

Approx. 
Shipping

Weight (lbs)Btu/hr Min. Max. UL FM CSA
GENERAL PURPOSE

3/4 1 5/8 11 659,000 0 5 125 8214 037 1 � - � 20 4.3

1 1 5/8 21 1,179,000 0 5 125 8214 053 1 � - � 20 4.3

1 1/4 1 5/8 32 1,538,750 0 5 125 8214 063 2 � - � 20 4.3

1 1/2 1 5/8 35 1,615,250 0 5 125 8214 073 2 � - � 20 4.3

2 2 3/32 60 2,924,500 0 5 125 8214 083 3 � - � 20 6.3

2 1/2 3 109 6,022,750 0 5 125 8214 093 4 � - � 28.2 13.0

WATERTIGHT

3/8 3/4 3.4 172,500 0 5 125 8214G013 � 5 � - � 17.1 2.3

1/2 3/4 4.4 206,250 0 5 125 8214G023 � 5 � - � 17.1 2.3

3/4 3/4 5.1 247,500 0 5 125 8214G033 � 6 � - � 17.1 2.5

3/4 1 5/8 11 659,000 0 5 125 8214G038 7 � - � 20.1 4.3

1 1 5/8 21 1,179,000 0 5 125 8214G054 7 � - � 20.1 4.3

1 1/4 1 5/8 32 1,538,750 0 5 125 8214G064 8 � - � 20.1 4.3

1 1/2 1 5/8 35 1,615,250 0 5 125 8214G074 8 � - � 20.1 4.3

2 2 3/32 60 2,924,500 0 5 125 8214G084 9 � - � 20.1 6.3

� = Safety Shutoff Valve. � 1” W.C. Drop @ 2” W.C. Inlet Pressure, 1,000 Btu/cu.ft. or more, 0.64 Specific Gravity Gas. � Single disc design used for valve sealing.

Pipe
Size
(in)

Orifice
Size
(mm)

Kv
Flow

(m3/hr)

Fuel Gas
Capacity �

Operating Pressure
Differential (bar) Max. Fluid

Temp.°C
Catalog
Number

Const.
Ref.

Agency Watt
Ratting

Approx. 
Shipping

Weight (kgs)Btu/hr Min. Max. UL FM CSA
GENERAL PURPOSE

3/4 41 9.4 659,000 0 0.3 52 8214 037 1 � - � 20 2.0

1 41 17.9 1,179,000 0 0.3 52 8214 053 1 � - � 20 2.0

1 1/4 41 27.2 1,538,750 0 0.3 52 8214 063 2 � - � 20 2.0

1 1/2 41 29.8 1,615,250 0 0.3 52 8214 073 2 � - � 20 2.0

2 53 51.0 2,924,500 0 0.3 52 8214 083 3 � - � 20 2.9

2 1/2 76 92.7 6,022,750 0 0.3 52 8214 093 4 � - � 28.2 5.9

WATERTIGHT

3/8 19 2.9 172,500 0 0.3 52 8214G013 � 5 � - � 17.1 1.0

1/2 19 3.7 206,250 0 0.3 52 8214G023 � 5 � - � 17.1 1.0

3/4 19 4.3 247,500 0 0.3 52 8214G033 � 6 � - � 17.1 1.1

3/4 41 9.4 659,000 0 0.3 52 8214G038 7 � - � 20.1 2.0

1 41 17.9 1,179,000 0 0.3 52 8214G054 7 � - � 20.1 2.0

1 1/4 41 27.2 1,538,750 0 0.3 52 8214G064 8 � - � 20.1 2.0

1 1/2 41 29.8 1,615,250 0 0.3 52 8214G074 8 � - � 20.1 2.0

2 53 51.0 2,924,500 0 0.3 52 8214G084 9 � - � 20.1 2.9

� = Safety Shutoff Valve. � 1” W.C. Drop @ 2” W.C. Inlet Pressure, 1,000 Btu/cu.ft. or more, 0.64 Specific Gravity Gas. � Single disc design used for valve sealing.

Specifications - Standard (English units)
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Specifications - Proof of Closure (Suffix C) (Metric units)

Pipe
Size
(in)

Orifice
Size
(in)

Cv
Flow

Factor

Fuel Gas
Capacity �

Operating Pressure
Differential (psi) Max. Fluid

Temp.°F
Catalog
Number

Const.
Ref.

Agency Watt
Ratting

Approx. 
Shipping

Weight (lbs)Btu/hr Min. Max. UL FM CSA
GENERAL PURPOSE

3/4 1 5/8 11 659,000 0 5 125 8214 037C 10 � - � 20 4.8

1 1 5/8 21 1,179,000 0 5 125 8214 053C 10 � - � 20 4.8

1 1/4 1 5/8 32 1,538,750 0 5 125 8214 063C 11 � - � 20 4.8

1 1/2 1 5/8 35 1,615,250 0 5 125 8214 073C 11 � - � 20 4.8

2 2 3/32 60 2,924,500 0 5 125 8214 083C 12 � - � 20 6.8

WATERTIGHT

3/4 1 5/8 11 659,000 0 5 125 8214G038C 13 � - � 20.1 4.8

1 1 5/8 21 1,179,000 0 5 125 8214G054C 13 � - � 20.1 4.8

1 1/4 1 5/8 32 1,538,750 0 5 125 8214G064C 14 � - � 20.1 4.8

1 1/2 1 5/8 35 1,615,250 0 5 125 8214G074C 14 � - � 20.1 4.8

2 2 3/32 60 2,924,500 0 5 125 8214G084C 15 � - � 20.1 6.8

� = Safety Shutoff Valve. � 1” W.C. Drop @ 2” W.C. Inlet Pressure, 1,000 Btu/cu.ft. or more, 0.64 Specific Gravity Gas.

Pipe
Size
(in)

Orifice
Size
(mm)

Kv
Flow

(m3/hr)

Fuel Gas
Capacity �

Operating Pressure
Differential (bar) Max. Fluid

Temp.°C
Catalog
Number

Const.
Ref.

Agency Watt
Ratting

Approx. 
Shipping

Weight (kgs)Btu/hr Min. Max. UL FM CSA
GENERAL PURPOSE

3/4 41 9.4 659,000 0 0.3 52 8214 037C 10 � - � 20 2.2

1 41 17.9 1,179,000 0 0.3 52 8214 053C 10 � - � 20 2.2

1 1/4 41 27.2 1,538,750 0 0.3 52 8214 063C 11 � - � 20 2.2

1 1/2 41 29.8 1,615,250 0 0.3 52 8214 073C 11 � - � 20 2.2

2 53 51.0 2,924,500 0 0.3 52 8214 083C 12 � - � 20 3.1

WATERTIGHT

3/4 41 9.4 659,000 0 0.3 52 8214G038C 13 � - � 20.1 4.8

1 41 17.9 1,179,000 0 0.3 52 8214G054C 13 � - � 20.1 4.8

1 1/4 41 27.2 1,538,750 0 0.3 52 8214G064C 14 � - � 20.1 4.8

1 1/2 41 29.8 1,615,250 0 0.3 52 8214G074C 14 � - � 20.1 4.8

2 53 51.0 2,924,500 0 0.3 52 8214G084C 15 � - � 20.1 6.8

� = Safety Shutoff Valve. � 1” W.C. Drop @ 2” W.C. Inlet Pressure, 1,000 Btu/cu.ft. or more, 0.64 Specific Gravity Gas.

Specifications - Proof of Closure (Suffix C) (English units)
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Capabilities Chart
Solenoid Options Base Catalog Number Resilient Materials Standard Rebuild Kit

High Temp. Junction Box Aluminum NBR AC

GENERAL PURPOSE

HB JB 8214 037 � 316728

HB JB 8214 053 � 316728

HB JB 8214 063 � 316728

HB JB 8214 073 � 316728

HB JB 8214 083 � 316727

HT JB 8214 093 � 316776

WATERTIGHT

HB JKP 8214G013 � 316234

HB JKP 8214G023 � 316234

HB JKP 8214G033 � 316234

HB JKP 8214G038 � 322467

HB JKP 8214G054 � 322467

HB JKP 8214G064 � 322467

HB JKP 8214G074 � 322467

HB JKP 8214G084 � 322468

GENERAL PURPOSE - SUFFIX C

HB JB 8214 037C � Not Available

HB JB 8214 053C � Not Available

HB JB 8214 063C � Not Available

HB JB 8214 073C � Not Available

HB JB 8214 083C � Not Available

WATERTIGHT - SUFFIX C

HB JKP 8214G038C � Not Available

HB JKP 8214G054C � Not Available

HB JKP 8214G064C � Not Available

HB JKP 8214G074C � Not Available

HB JKP 8214G084C � Not Available

� = Standard. Other options may be available. All option combinations may not be available.

Proof of Closure Switch (Suffix C)
Reed Switch SPST (closed when valve is in closed position.)

Max. Electricity 1 amp, 120 volts

Load 60 Hz, 15 watt (resistive)

Leads 18" long

Note: Switch is factory set and not to be field adjusted. 
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Const. Ref. 3, 4
Must be mounted with solenoid vertical and upright.

Const. Ref. 1, 2
Must be mounted with solenoid vertical and upright.

NPT
BOTH
ENDS

PIPE PLUG
1 PLACE

7/8" DIAMETER KNOCKOUT 
FOR 1/2" CONDUIT 
CONNECTION (BOTH SIDES)

W

H

P

K

L

TB
J

M

R

N

C

A E

272450-8214-DIM

FLOW

NPT
BOTH
ENDS

PIPE PLUG
2 PLACES

K

T

N W

H

P

L

R

M

B

J

C

A E

FLOW

INSTRUCTION CARDINSTRUCTION CARD

7/8" DIAMETER KNOCKOUT 
FOR 1/2" CONDUIT 
CONNECTION (BOTH SIDES)

Const.
Ref. A B C E H J K L M N P R T W

1
in 2.69 4.59 1.88 2.69 6.79 3.53 2.19 5.00 2.50 6.16 3.59 2.62 2.20 5.39

mm 68 117 48 68 172 90 56 127 64 156 91 67 56 137

2
in 2.69 4.59 1.88 2.69 6.79 3.53 2.13 5.00 2.50 6.16 3.53 2.62 2.20 5.39

mm 68 117 48 68 172 90 54 127 64 156 90 67 56 137

3
in 3.16 4.59 1.88 3.16 7.39 3.53 2.38 6.09 2.50 6.34 3.78 2.81 2.20 6.32

mm 80 117 48 80 188 90 60 155 64 161 96 71 56 161

4
in 3.82 5.72 1.88 4.13 10.33 4.07 3.07 7.80 3.07 7.97 5.13 3.89 3.31 3.95

mm 97 145 48 105 262 103 78 198 78 202 130 99 84 100

Vent Valve Requirements

Manifold Line Vent Valve
3/8" through 1 1/2" 3/4

2" 1

2 1/2" through 3" 1 1/4

3 1/2" 1 1/2

4" through 5" 2

5 1/2" through 6" 2 1/2

6 1/2" through 7 1/2" 3

Dimensions - General Purpose inches (mm)
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Const. Ref. 7, 8, 9
Must be mounted with solenoid vertical and upright.

Const. Ref. 5, 6
Can be mounted in any position.

1/2 NPT

J

B

N

R

L

A

W

T

K

P

H

E

NPT
BOTH ENDS

PIPE PLUG
1 PLACE

FLOW

FLOW

L

T

H
K

P

B

J

N

R A PIPE PLUG A

PIPE PLUG B

E

W

NPT BOTH ENDS

1/2" NPT

Const.
Ref. A B E H J K L N P R T W

Pipe
Plug

1
in 1.14 3.03 1.36 4.48 2.04 2.72 2.75 3.42 3.86 1.38 1.95 2.50 B

mm 29 77 35 114 52 69 70 87 98 35 50 64 B

2
in 1.14 3.03 1.25 5.92 2.04 2.90 3.31 3.70 4.04 1.66 1.95 2.39 A

mm 29 77 32 150 52 74 84 94 103 42 50 61 A

3
in 2.69 3.11 2.69 6.74 2.05 2.33 5.00 4.67 3.54 2.62 2.06 5.39 -

mm 68 79 68 171 52 59 127 119 90 67 52 137 -

4
in 2.69 3.11 2.69 6.74 2.05 2.27 5.00 4.67 3.48 2.62 2.06 5.39 -

mm 68 79 68 171 52 58 127 119 88 67 52 137 -

5
in 3.16 3.11 3.16 7.34 2.05 2.52 6.09 4.67 3.73 3.28 2.06 6.32 -

mm 80 79 80 186 52 64 155 119 95 83 52 161 -

Vent Valve Requirements

Manifold Line Vent Valve
3/8" through 1 1/2" 3/4

2" 1

2 1/2" through 3" 1 1/4

3 1/2" 1 1/2

4" through 5" 2

5 1/2" through 6" 2 1/2

6 1/2" through 7 1/2" 3

Dimensions - Watertight inches (mm)
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NPT
BOTH ENDS

PIPE PLUG
1 PLACE

7/8" DIAMETER KNOCKOUT FOR
1/2" CONDUIT CONNECTION
(BOTH SIDES)

T

L

K

P

H

W

U

F

Y

M

J

B

R

G

C

N

A

FLOW

INSTRUCTION CARD

1/2 NPT

Const. Ref. 10, 11, 12
Must be mounted with solenoid vertical and upright.

Const.
Ref. A B C F G H J K L M N P R T U W Y

1
in 2.69 4.59 1.88 2.82 2.44 10.57 3.53 2.19 5.00 2.50 6.16 3.59 2.62 2.20 1.10 5.39 1.69

mm 68 117 48 72 62 268 90 56 127 64 156 91 67 56 28 137 43

2
in 2.69 4.59 1.88 2.82 2.44 10.57 3.53 2.13 5.00 2.50 6.16 3.53 2.62 2.20 1.10 5.39 1.69

mm 68 117 48 72 62 268 90 54 127 64 156 90 67 56 28 137 43

3
in 3.16 4.59 1.88 2.82 2.44 11.33 3.53 2.38 6.09 2.50 6.82 3.78 3.28 2.20 1.10 6.32 1.69

mm 80 117 48 72 62 288 90 60 155 64 173 96 83 56 28 161 43

Vent Valve Requirements

Manifold Line Vent Valve
3/8" through 1 1/2" 3/4

2" 1

2 1/2" through 3" 1 1/4

3 1/2" 1 1/2

4" through 5" 2

5 1/2" through 6" 2 1/2

6 1/2" through 7 1/2" 3

Dimensions - General Purpose & Proof of Closure (Suffix C) inches (mm) 



2/2
SERIES

8214 4

COM
BUSTION

302

Dimensions - Watertight & Proof of Closure (Suffix C) inches (mm) 

Const. Ref. 13, 14, 15
Must be mounted with solenoid vertical and upright.

Const.
Ref. A B F G H J K L N P R U W Y

1
in 2.69 3.11 3.07 2.32 10.54 2.05 4.06 5.00 4.67 5.46 2.62 1.18 5.39 1.69

mm 68 79 78 59 268 52 103 127 119 139 67 30 137 43

2
in 2.69 3.11 3.07 2.32 10.54 2.05 4.13 5.00 4.67 5.53 2.62 1.18 5.39 1.69

mm 68 79 78 59 268 52 105 127 119 140 67 30 137 43

3
in 3.16 3.11 3.07 2.32 11.33 2.05 4.62 6.09 5.33 5.84 3.28 1.18 6.32 1.69

mm 80 79 78 59 288 52 117 155 135 148 83 30 161 43

Vent Valve Requirements

Manifold Line Vent Valve
3/8" through 1 1/2" 3/4

2" 1

2 1/2" through 3" 1 1/4

3 1/2" 1 1/2

4" through 5" 2

5 1/2" through 6" 2 1/2

6 1/2" through 7 1/2" 3

PIPE PLUG
1 PLACE

1/2" NPT

NPT
BOTH ENDS

F

Y

W

U

K

P

H

L

J

B

R

G
A

N

E

FLOW

1/2" NPT



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


