
The performance specifications are nominal and conform to acceptable industry standards. For applications at conditions beyond these specifications, consult the local Johnson Controls office.
Johnson Controls, Inc. shall not be liable for damages resulting from misapplication or misuse of its products. © 2013 Johnson Controls, Inc. www.johnsoncontrols.com

1

Pipe Fittings

Code No. LIT-1929035

Issued August 29, 2013

Selection Chart
Figure Code Number Description and Use

 

F-1000-15
F-1000-16
F-1000-17
F-1000-18
F-1000-19
F-1000-20
F-1000-21

Bushings: Hex, Brass
NPT x NPT 
Size (in.)
1/4 x 1/8
3/8 x 1/8
3/8 x 1/4
1/2 x 1/8
1/2 x 1/4
1/2 x 3/8
3/4 x 1/2

F-500-27
F-500-28

F-500-29

Elbows: Coupling
Brass, NPT x NPT
Size (in.)
1/8 x 1/8
1/4 x 1/4
Galvanized, NPT x NPT
Size (in.)
 3/8 x 3/8

F-1000-25

Plug
Galvanized
Size (in.)
1/8 in. Square 

 

F-700-38
F-700-39

Tees: Coupling
Brass, NPT x NPT x NPT
Size (in.)
1/8 x 1/8 x 1/8
1/4 x 1/4 x 1/4

F-500-30

Street Elbow: Adaptor
Brass, NPT x NPT
Size (in.)
1/8 x 1/8

F-1000-218
F-1000-219

Pet Cock Valves
NPT x NPT
Size (in.)
1/8 x 1/8
1/4 x 1/4

F-1000-98

Globe Valves
NPT x NPT
Size (in.)
1/2 x 1/2


